» FIXTURE TYPE DESCRIPTION
Q CARD READER — OPERATES MAGNETIC LOCKS, ELECTRIC STRIKES, AUTOMATIC DOOR, ETC. EC SHALL PROVIDE 3—GANG AC ABOVE COUNTER AT 9% UNLESS OTHERWISE NOTED MANUFACTURER
A BOX WITH BLANK COVERPLATE MOUNTED AT 48” AFF. CARD READER AND WIRING TO BE PROVIDED BY OTHERS. AF AMP FRAME
AFC ABOVE FINISHED CEILING ® FLUORESCENT LIGHTING FIXTURE — 2'x4’ RECESSED STATIC TROFFER WITH SIMILAR TO DAY—BRITE CAT. NO.
- @ ELECTRIC HINGE — 12/24VDC, INCLUDES REQUEST—TO—EXIT OUTPUT CONTACTS, DOOR POSITION SWITCH, AND 4’0" (2)28W T5 LAMPS, (1)277V ELECTRONIC BALLAST, 2—PIECE DIFFUSE WITH 2ATNG228—-D0—277V—1/2—EB115—
0 CABLE. FAILSECURE OPERATING MODE. FURNISHED BY GC AND CONNECTED BY EC. OVERLAY, FUSING, PAINT AFTER FABRICATION. RECESSED MOUNTED IN GLR1—PAF
O AFF ABOVE FINISHED FLOOR
*% LAY=IN GRID CEILING.
o
5 AT AMP TRIP
" Q DOOR CONTACTS — MONITORS DOOR POSTION. RECESS MOUNTED AT TOP OF DOOR AND DOOR FRAME. EC SHALL
s PROVIDE AND CONNECT. GC SHALL FURNISH DOOR PREPARED TO RECEIVE DOOR CONTACTS. ATS AUTOMATIC TRANSFER SWITCH @ FLUORESCENT LIGHTING FIXTURE — 2'x2' RECESSED DIRECT/INDIRECT SIMILAR TO METALUX CAT. NO.
e . FIXTURE WITH (2)40W BIAX LAMPS, (1)277V ELECTRONIC BALLAST, FUSING, 2RDI-2BX40RP—-277V—-EB51—
G BC BELOW COUNTER AT 1B"AFF UNLESS OTHERWISE NOTED PERFORATED WHITE LAMP SHIELD, PAINT AFTER FABRICATION. RECESSED GL—PAF
£ Q ACCESS CONTROLLED DOOR TYPE 1 — EC SHALL PROVIDE CARD READER ROUGH—IN, CONNECT ELECTRIC HINGE, MOUNTED IN LAY—IN GRID CEILING.
] ] PROVIDE DOOR CONTACTS. REFER TO "ACCESS CONTROLLED DOOR TYPE 1 DETAIL”. BFC BELOW FINISHED CEILING
$ CM CEILING MOUNTED
_ - FLUORESCENT LIGHTING FIXTURE — 2'x4’ RECESSED STATIC TROFFER WITH SIMILAR TO DAY—BRITE CAT. NO.
- AV SECURITY CAMERA — DOME CAMERA — CEILING MOUNTED. COTR CONTRACTING OFFICER TECHNICAL REPRESENTATIVE ﬂ (2)40W BIAX LAMPS, (1)277V LUTRON HI-LUME DIMMING BALLAST, 2—PIECE 2ATNGCF40—D0—277V—1/2—HILUME
DIFFUSE WITH OVERLAY, FUSING, PAINT AFTER FABRICATION. RECESSED GLR1—PAF
= EC ELECTRICAL CONTRACTOR MOUNTED IN LAY—IN GRID CEILING.
e EG EQUIPMENT GROUND
o
3 EwC ELECTRIC WATER COOLER © FLUORESCENT LIGHTING FIXTURE — 7" DIA. X 8"H RECESSED OPEN SIMILAR TO PORTFOLIO CAT. NO.
[ DOWNLIGHT WITH (1)HORIZONTAL 42W TRIPLE TUBE LAMP, (1)277V C7142E-7150LI-F
® GC GENERAL CONTRACTOR ELECTRONIC BALLAST, FUSING, ALZAK LOW IRIDESCENT REFLECTOR AND
2 B WHITE POLYMER TRIM.
5o GTD GENERATOR TRANSFER DEVICE
s GFCI GROUND FAULT CIRCUIT INTERRUPTER
£
FLUORESCENT LIGHTING FIXTURE — 2'x4’ RECESSED STATIC TROFFER WITH SIMILAR TO NEORAY CAT. NO.
IG ISOLATED GROUND
m.s @] (1)40W BIAX LAMP, (1)277V ELECTRONIC BALLASTS, FUSING, PERFORATED 112R—1BX40—-ETG—2EB-SI
< IRM INFORMATION RESOURCE MANAGEMENT SHIELD, PAINT AFTER FABRICATION. RECESSED MOUNTED IN LAY—IN GRID
= CEILING. REFER TO "LIGHTING FIXTURE TYPE 'F’ MOUNTING DETAIL” ON
o LV LOW VOLTAGE ELECTRICAL DETAILS DRAWING FOR ORIENTATION.
[ =
° MC MECHANICAL CONTRACTOR
~ . MLO MAIN LUGS ONLY ® FLUORESCENT LIGHTING FIXTURE — 4" DIA. X 7-3/4"H RECESSED OPEN SIMILAR TO PORTFOLIO CAT. NO.
NEC NATIONAL ELECTRICAL CODE DOWNLIGHT WITH (1)VERTICAL 26W TRIPLE TUBE LAMP, (1)277V ELECTRONIC C4026E—4050LI—F—TRM4SL—GASKET
BALLAST, FUSING, ALZAK LOW IRIDESCENT REFLECTOR AND SILVER METAL
NF NOT FUSED TRIM RING WITH GASKET.
OFE OWNER FURNISHED EQUIPMENT
REF REFRIGERATOR
SECURITY SYSTEM NOTES: FLUORESCENT LIGHTING FIXTURE — 7"W X 3"H X 69”"L COVE LIGHTING SIMILAR TO ELECTRIX CAT. NO.
] TC TELECOMMUNICATIONS CONTRACTOR FIXTURE WITH (2)39W TS5HO LAMPS, (1)277V ELECTRONIC INTEGRAL BALLAST, LLSR—FR7 (COVE FRAME SYSTEM)
L S1. PROVIDE MINIMUM SIZE BACKBOX AS REQUIRED FOR ALL OF THE ABOVE SECURITY DEVICES AND INSTALL IN ADJUSTABLE ASYMMETRIC SPECULAR ALUMINUM REFLECTOR. LIGHTING GTP-7-39-2-E-69 (FIXTURE)
® 1/2"C MINIMUM COMPLETE CONDUIT SYSTEM. THE ELECTRICAL CONTRACTOR SHALL PROVIDE ALL ROUGH-—IN, TCC TEMPERATURE CONTROLS CONTRACTOR FIXTURE MOUNTS IN PREFABRICATED EXTRUDED ALUMINUM COVE FRAME
6 © C INSTALL ALL CABLES AND DEVICES, UNLESS OTHERWISE NOTED, IN ACCORDANCE WITH THE MANUFACTURER’S SYSTEM AND GYPSUM BOARD FASTENS DIRECTLY TO FRAME. EC SHALL
» _ » TCO TELECOMMUNICATIONS OUTLET INSTALL COVE FRAME SYSTEM FOR VERTICAL OR HORIZONTAL ILLUMINATION
" WIRING DIAGRAMS. REFER TO THE "ACCESS—CONTROLLED DOOR DETAIL” ON THE ELECTRICAL DETAILS DRAWING
. FOR ADDITIONAL INFORMATION AS INDICATED ON ARCHITECTURAL SECTIONS. PROVIDE CONTINUOUS ROW
.m © . v TELEVISION — MOUNT TV OUTLET AND RECEPTACLE AT SAME HEIGHT. LENGTH AS INDICATED ON DRAWINGS.
o S2. REFER TO ELECTRICAL SPECIFICATIONS FOR FURTHER DETAILS REGARDING THE SECURITY SYSTEM. VA VETERANS AFFARS
[
VAMC VETERANS AFFAIRS MEDICAL CENTER
FLUORESCENT LIGHTING FIXTURE — 7"W X 3"H X 92.5"L COVE LIGHTING SIMILAR TO ELECTRIX CAT. NO.
VFD VARIABLE FREQUENCY DRIVE FIXTURE WITH (2)54W TSHO LAMPS, (1)277V ELECTRONIC INTEGRAL BALLAST, LLSR—FR7 (COVE FRAME SYSTEM)
ADJUSTABLE ASYMMETRIC SPECULAR ALUMINUM REFLECTOR. LIGHTING GTP—7-54—2-E-92 (FIXTURE)
WM WIREMOLD - TYPE AS SPECIFIED FIXTURE MOUNTS IN PREFABRICATED EXTRUDED ALUMINUM COVE FRAME
SYSTEM AND GYPSUM BOARD FASTENS DIRECTLY TO FRAME. EC SHALL
. — WP WEATHERPROOF ENCLOSURE — NEMA 4 TYPE INSTALL COVE FRAME SYSTEM FOR VERTICAL OR HORIZONTAL ILLUMINATION
g AS INDICATED ON ARCHITECTURAL SECTIONS. PROVIDE CONTINUOUS ROW
" X EXISTING OUTLET, DEVICE, LIGHTING FIXTURE, CONDUIT, ETC. — TO REMAIN LENGTH AS INDICATED ON DRAWINGS.
[ =
° XB INDICATES EXISTING OUTLET, LIGHTING FIXTURE, CONDUIT, ETC — TO BE REMOVED. PROVIDE BLANK COVER FOR OUTLET AND
" MAINTAIN CIRCUIT CONTINUITY.
L
] EXIT SIGN — 120/277V DUAL VOLTAGE INPUT, LED TYPE, AC ONLY, SINGLE SIMILAR TO SURE-LITE CAT. NO.
£ XL NEW LOCATION OF EXISTING OUTLET, DEVICE, LIGHTING FIXTURE, ETC. R KR FACE, UNIVERSAL \zoczjzo. DIE CAST ALUMINUM HOUSING WITH WHITE CX6—1-R-W
g XN EXISTING OUTLET, DEVICE, LIGHTING FIXTURE, ETC. — TO BE REPLACED WITH NEW OF SPECIFIED TYPE BODY, WHITE FACE AND RED STENCIL LETTERS. CONNECT TO EMERGENCY
Lo LIFE SAFETY CIRCUIT AHEAD OF LOCAL SWITCHING.
S XR EXISTING OUTLET, DEVICE, LIGHTING FIXTURE, CONDUIT, ETC. — TO BE REMOVED COMPLETE— MAINTAIN CIRCUIT CONTINUITY TO
T D ADJACENT OUTLETS, EXTEND CONDUIT AND WIRING AS REQUIRED.
o
o
..hu XRR EXISTING OUTLET, DEVICE, LIGHTING FIXTURE, ETC. — TO BE REMOVED AND REINSTALLED AT NEW LOCATION — EXTEND CONDUIT AND ® @ EXIT SIGN — 120/277V DUAL VOLTAGE INPUT, LED TYPE, AC ONLY, DOUBLE SIMILAR TO SURE-LITE CAT. NO.
WIRING AS REQUIRED FACE, UNIVERSAL MOUNTING, DIE CAST ALUMINUM HOUSING WITH WHITE CX6—2—-R-W
BODY, WHITE FACE AND RED STENCIL LETTERS. CONNECT TO EMERGENCY
LIFE SAFETY CIRCUIT AHEAD OF LOCAL SWITCHING.
4
- GCENERAL LIGHTING INSTALLATION NOTES:
S —
(P
o L1. ALL NEW FLUORESCENT LAMPS SHALL BE G.E. ECOLUX WITH STARCOAT — 3500°'K T8 OR T5 TYPE.
5 GENERAL ELECTRICAL INSTALLATION NOTES:
" L2. REFER TO ELECTRICAL SPECIFICATIONS FOR FLUORESCENT BALLAST TYPE.
S G1. PRIOR TO INSTALLATION, VERIFY PRECISE LOCATION OF NEW OR RELOCATED WALL OR CEILING MOUNTED DEVICES WITH ARCHITECTURAL L3. ELECTRICAL CONTRACTOR SHALL COORDINATE LIGHTING FIXTURE TYPE (GRID OR FLANGE) WITH ACTUAL CEILING TYPE PRIOR TO ORDERING
£ ELEVATIONS AND REFLECTED CEILING PLANS. FIXTURES. CONTACT ENGINEER IF QUESTIONS SHOULD ARISE CONCERNING CEILING TYPES.
= O
2 G2. COORDINATE ALL SHUT—DOWNS OF EXISTING ELECTRICAL SYSTEMS WITH OWNER A MINIMUM OF FOURTEEN (14) WORKING DAYS IN ADVANCE. L4. ELECTRICAL CONTRACTOR SHALL VERIFY ALL BALLAST QUANTITIES WITH SWITCHING SHOWN ON PLANS PRIOR TO ORDERING FIXTURES. ADJUST
o ALL SHUT—-DOWNS SHALL OCCUR DURING WEEKENDS OR UNOCCUPIED TIMES, INCLUDE ALL PREMIUM TIME CHARGES IN BID. BALLAST QUANTITIES AS REQUIRED TO MATCH SWITCHING.
[
G3. ALL NOISE GENERATING OPERATIONS, INCLUDING CUTTING OF CEILINGS, WALLS AND FLOORS, CORING, DRILLING, ETC. SHALL BE SCHEDULED L5. VERIFY LIGHTING CIRCUIT VOLTAGE (277V—1¢ OR 120V—1¢) PRIOR TO ORDERING LIGHTING FIXTURES OR STARTING ROUGH—IN OF BRANCH
E ON WEEKENDS OR BETWEEN 8:00PM AND 7:00AM ON WEEKDAYS. INCLUDE ALL PREMIUM TIME CHARGES IN BID. CIRCUITS. IMMEDIATELY CONTACT ENGINEER WITH ANY DISCREPANCIES. ELECTRICAL CONTRACTOR IS RESPONSIBLE FOR ORDERING THE PROPER
VOLTAGE FOR LIGHTING FIXTURES, REGARDLESS OF VOLTAGE SHOWN ON LIGHTING FIXTURE SCHEDULE.
G4. mwﬂmﬁ%wmomuw_mwommw_.»wmxwwao%ﬁ»mmwoﬁ_wm__m_wzooﬁm%ﬁz_maxm_u_.>o_.“zmzq OF CEILINGS REQUIRED FOR ELECTRICAL WORK. ELECTRICAL L6. ELECTRICAL CONTRACTOR SHALL VERIFY ALL FIXTURES TO BE CONTROLLED BY DIMMER SWITCHES AS SHOWN ON PLANS PRIOR TO ORDERING
FIXTURES. PROVIDE LUTRON HI—-LUME DIMMING BALLASTS IN ALL DIMMED FLUORESCENT FIXTURES, AND LUTRON DIMMER CONTROLS (NOVA T
- G5. ALL NEW WALL MOUNTED ELECTRICAL DEVICES ARE TO BE INSTALLED FLUSH IN WALL UNLESS OTHERWISE NOTED. ALL ELECTRICAL CONDUIT SERIES) WHERE DIMMING IS INDICATED ON PLANS.
0 SHALL BE CONCEALED BEHIND FINISHED WALLS AND ABOVE FINISHED CEILING UNLESS OTHERWISE NOTED. THE COST TO CUT AND PATCH
-2 WALLS SHALL BE THE RESPONSIBILITY OF THE TRADE REQUIRING THE CUTTING. L7. PROVIDE 100 HOURS BURN—IN TIME AT FULL BRIGHTNESS FOR ALL LAMPS IN DIMMED FLUORESCENT LIGHTING FIXTURES.
o
& G6. ALL FLUORESCENT LAMPS THAT WILL NOT BE REUSED SHALL BE DISPOSED OF IN ACCORDANCE WITH EPA STANDARDS, AND WRITTEN
" EVIDENCE OF PROPER DISPOSAL SHALL BE FURNISHED TO THE OWNER.
L
£ — G7. ALL WORK SHALL BE PERFORMED IN STRICT CONFORMANCE WITH THE PHASING REQUIREMENTS OF THE PROJECT. ALL COSTS ASSOCIATED
P WITH THESE REQUIREMENTS SHALL BE INCLUDED IN THE BID SUBMITTAL.
=)
S G8. ELECTRICAL CONTRACTOR IS RESPONSIBLE FOR PROVIDING TEMPORARY LIGHTING TO ADEQUATELY LIGHT ALL CONSTRUCTION AREAS,
® TEMPORARILY PARTITIONED AREAS, AND EXIT CORRIDORS MAINTAINED DURING CONSTRUCTION.
o
o O
£ G9. DEFINITION: "PROVIDE” — FURNISH, INSTALL AND CONNECT COMPLETE.
_-I
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